The Morin Pulse Series™ is a concealed fastener rainscreen wall panel
system. It features triangular ribs that emulate the electrical peaks
generated by a heartbeat. The panels can be installed horizontally
and/or vertically for different visual effects. Combine with other
Pulse profiles, or with panels from the Matrix Series or Integrity Series.

Product Specification

Panel Profile

Clip Engagement

Made in USA

Panel Clip
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Specs Materials Options*
Height: Galvalume: Mitered Seam Corners:
1.5" /38.1mm 24,22, 20,18 Ga Yes
Width: Aluminum: Factory Caulking:
12" /305mm .032, .040, .050 Yes
Length: Stainless Steel: Perforation:
5'(1.52m) to 30'(9.14m) standard 24, 22 Ga Yes
Zinc:
0.8mm, 1.0mm
Copper: *Please contact your local Morin
16. 20 oz. representative for all options capabilities.

Product Highlights

a Machine roll-formed for top
quality and consistent product

& Can be integrated with other Matrix,
Integrity, and/or Pulse panels

g Available in heavy gauge galvalume,
aluminum, zinc, stainless steel, and copper

PLANET
PASSIONATE

For the latest product information please visit www.morin.com

Care has beem taken to ensure that the contents of this publication are
accurate, but Morin Corporation does not accept responsability for errors or
information that is found to be misleading. Suggestions for, or description
of, the end use or application of products or methods of working are for

information only and Morin Corporation accepts to liability in respect thereof.

April 7, 2025

Interlocking joint with concealed
clip and fastener design

Custom and standard
perforated options available

Can be installed horizontally,
vertically, diagonally, or as a soffit

COMPLIANCE VERIFIED

by SCS Global Services
W2 vz,
ENVIRONMENTAL

PRODUCT

DECLARATION
Intertek FASED DN K

Ca Standard finish and custom
finish options available
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